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USB Share Device User Manual

Special Notification

Before using this product, please read this manual carefully.
Please keep this manual for future reference.
The company may change the fuction of product without notice

Summary

It can be used for 2/4 computers to share 1/2 USB device(s),
such as printer, keyboard, mouse, flash disk, and other USB
devices etc.

Features

= Compatible with USB1.1/2.0/3.0 standard;

m Can simultaneously access two USB devices;

= Manual switch;

m Computer software switch (with CD-ROM installation and
installation instructions);

m Keyboard hotkey switch (press the Ctrl+F11 key);

m Support Windows 98 / Me / XP / VISTA / 7/8/10; MAC 9.0;

m Installation is simple.

( To prevail in kind )

ERNE
LAmO a6l

USB 2.0
Sharing Switch
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Operation Instruction
(2 Ports as example)

USB 2.0
Sharing Switch
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PC1 PC2 Device
(DKey 1 LED--------=-==-=-==-= Press it to switch to PC1, LED lights up
@Key 2 LED-------=-=====n=-~ Press it to switch to PC2, LED lights up

(®PC1 interface----USB Signal output interface, connected to the PC
(@PC2 interface----USB Signal output interface, connected to the PC
(5 Device interface--USB Signal output interface, connected to the printer
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USBHINEO 2/4xUSB-BRIEE
USB#ItHEEO 2xUSB-ARIEE
INEHKE <5m USB AWG24
HIHESKE <5m USB AWG24
BATERTR 350mA
IR USB{#ES
TIERE 0~40°C
TREEERE 5~85%RH ( TSt )
PRI (20) 74x60x18(mm)
FERAE40) 80x80x18(mm)
EE2(2O) 120g
=E(4O) 160g

Specifications
USB input interfac
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PC NO. Parts Qty

| | 1 Product host 1
- 2 Drive CD 1

= 3 User Manual 1

pC 4 Other 1

I:I The matters needing attention of installation

LR

USB output interfac

---2/4xUSB-B/F
2xUSB-A/F

<5m USB AWG24

Input cable distanc:

<5m USB AWG24

Output cable distanc

Max working current

350mA

Power adapter format

Operating Temperature range

output:DC5V/1A
0~40°C

Operating Humidity range-----

-5~85%RH ( No Condensation )

Dimension (2 Port)

Dimension (4 Port)

74x60x18(mm)

80x80x18(mm)

Weight (2Port)

120g

Weight (4Port)

160g

In order to ensure the reliable performance of the equipment and the
safety of the user, please observe the following matters during the
process of installation, use and maintenance.

m Please do not use this product in the following places: the place of dust,
soot and electric conductivity dust, corrosive gas, combustible gas; the
place exposed to high temperature, condensation,wind and rain; the
occasion of vibration and impact. Electric shock, fire, wrong operation
can lead to damage and deterioration to the product, either;

m Should avoid wiring and inserting cable plug in charged state,
otherwise it is easy to cause the shock, or electrical damage;

m The installation and wiring should be strong andreliable, contact
undesirable may lead to false action;

u This product grounds by the grounding wires. To avoid electric shocks,
grounding wires and the earth must be linked together. Before the
connection of input or output terminal, please make sure this product is
correctly grounded;

m Only after cutting down all external power source, can install, wiring
operation begin, or it may cause electric shock or equipment damage;

m Please do not dismantle the equipment, avoid damaging the internal
electrical component.



